
Condizioni di riferimento standard ISO 7183:
•	 temperatura ambiente: 25°C
•	 pressione di esercizio: 7 bar
•	 temperatura aria in ingresso: 20°C

Massime condizioni di lavoro:
consultare scheda tecnica

Standard reference conditions ISO 7183:
•	 ambient temperature: 25°C
•	 working pressure: 7 bar
•	 Inlet air temperature: 20°C

Max working conditions:
please refer to datasheet

GOLD SERIES FGO
Filters

*Elemento incluso, scarico e manometro esclusi • *Element included, drain and differential gauge excluded
** FGO 2805 in esaurimento • FGO 2805 running out

3.600 DN100/125 520 x 1.180 3600 E60.000 2.119FGO.03600FGO 3600

4.350 DN125/150 520 x 1.180 4350 E72.500 2.560FGO.04350FGO 4350

6.500

5.600

DN150

DN125/150

680 x 1.250

520 x 1.180

6500 E

5600 E

108.333

93.334

3.822

3.296

FGO.06500

FGO.05600

FGO 6500

FGO 5600

8.500 DN200 680 x 1.250 8500 E141.670 5.000FGO.0 8500FGO 8500

12.000 DN250 780 x 1.380 12000 E200.000 7.060FGO.12000FGO 12000

20.000 DN250 900 x 1.480 20.000 E333.300 11.760FGO.20000FGO 20000

30.000 DN300 900 x 1.480 30.000 E500.000 17.640FGO.30000FGO 30000

Model Code Flow - Rate Connection Dimension DGO
recommended

Element 
Model

m3/h BSP-F D x H [mm]l/min scfm

36

34

3/4”

1/2”

95 x 205 DGO 36

95 x 205 DGO 24

0034 E

0034 E

600

567

21

20

FGO.00036

FGO.00034

FGO 36

FGO 34

77 3/4” 95 x 205 DGO 54/78 0077 E1.283 45FGO.00077FGO 77

119 3/4” 95 x 270 DGO 106 0119 E1.983 70FGO.00119FGO 119

170 3/4” 95 x 270 DGO 144 0170 E2.833 100FGO.00170FGO 170

212 1” 125 x 300 DGO 180/216 0212 E3.533 125FGO.00212FGO 212

306 1.1/2” 125 x 300 DGO 300 0306 E5.100 180FGO.00306FGO 306

451 1.1/2” 125 x 380 DGO 365 0451 E7.517 265FGO.00451FGO 451

629 1.1/2” 125 x 380 DGO 480 0629 E10.483 370FGO.00629FGO 629

934 2” 170 x 505 DGO 660/780 0934 E15.567 550FGO.00934FGO 934

1.325 2” 170 x 685 DGO 800 1325 E22.083 780FGO.01325FGO 1325

1.800 2.1/2” 200 x 975 DGO 1000/1300 1800 E30.000 1.059FGO.01800FGO 1800

2.176 3” 200 x 975 DGO 1800

DGO 2400

2176 E36.267 1.281FGO.02176FGO 2176

2.700

2.805

2.900

3”

3”

4”

225 x 1007

DGO 2400

DGO 2700

200 x 975

225 x 1007

2700 E

2805 E

2900 E

45.000

46.750

48.333

1.589

1.651

1.706

FGO.02700

FGO.02805

FGO.02900

FGO 2700

FGO 2805**

FGO 2900

Nota: Per caratteristiche diverse dallo standard contattare il nostro ufficio tecnico • Notes: for special requirements please contact our technical department

Correction factor for operating pressure changes

Inlet air pressure
(bar)

3

0,55

5

0,8

7

1

9

1,25

11

1,5

13

1,75

15

1,88

P = 3μ (class 3 ISO8573-1)
M = 1μ solid / 0,1 mg/m3 oil (class 2 ISO8573-1) 
H = 0,01μ solid / 0,01 mg/m3 oil (class 1 ISO8573-1)
C = 0,003μ mg/m3 oil (class 1 ISO8573-1)

Model Code Flow - Rate Connection Dimension Element 
Model

Air
Treatment
Solutions


